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Named after the rugged British Columbia mountain range it was designed to
excel in, the Bugaboo has major features that set it apart from all other stretch-
ers.

The Bugaboo is designed to operate in a number of environments, from all
a mountain can throw at you to the tamest of terrain. The smooth sliding
surface easily runs over rocks, ice, snow concrete or whatever you run
into.

The secondary rail, set close to the bottom of the stretcher, al-
lows the rescuer to secure the patient utilizing an almost
unlimited number of tie-in positions. It comes stan-
dard with four rescue-rated straps that are strong
enough to aid in your tie-in system, and the bottom

of the stretcher is flat, allowing for the greatest com-
fort possible to the patient. \ 11-0127 Shown
The Bugaboo has an 18 inch wide clearance on the
inside, allowing room for even some of the widest
backboards to be used in your rescues.

The top tube is 7/8 inch material, giving excellent comfort and gripping ability, and the standard pat-
ented StratLoad™ Attachment points allow for solid and fast clip-ins for your rigging. The struts are
completely round, allowing you to tie in or easily clip your carabiners to for vertical raise and lower
operations.

Available as a split-apart stretcher only, our connection system was developed in Yosemite, and over
the years we have worked hard at improving on the original concept. We have made a significant im-
provement in the overall safety of our system through the development

of our patent-pending LocSaf ™ Upper Connector. With this innova-

tion, you are able to visually see that the Collet is safely turned all the LocSaf ™

way on, and more importantly, locking the Collet in place so it is not
allowed to back off when scraped against a wall etc. while being raised
or lowered.

Features

« Outer-Shell - Choice of Fiberglass or Kevlar/Carbon material.

- Riveted Frame - TIG welded tubular frame is riveted (solid aircraft-grade rivets) to the shell. The litter is rated to 680
kg/15001bs. Round-tube struts allow easy and safe clip-in or tie-in points for vertical raises and lowers.

- Designed for Technical Use - Patient tie-in is easily accomplished for the most demanding rescue scenario while the
solid shell with smooth sliding surface provides great patient-protection along with ease-of-use for Rescue personnel.

«  StratLoad™ Attachment Points - Clipping into your stretcher has never been easier or safer.

- Flat Patient Bed - Allows for a comfortable surface for patient to lie on

- Patent-Pending LocSaf ™ connector - Allows you to physically see that the collet connector is rotated on all the way
and assures it cannot be accidentally backed off.

Certifications;

No UL Classifications for Stretchers

CE Classified—Class I Medical Device

Part No. | Description Width Length Length | Depth Depth | Weight Load Rating
Nested Nested
11-0126 | Bugaboo-SS Rescue Litter, 23.0 in. 85.75in. | 45in 6.5 in. 7.5in 25 1bs. 1500 1bs.
Fiberglass/SS 585cm. | 217.8¢cm | 4™ | 165cm. | °°™ | 114kg | 6.7kN
11-0127 | Bugaboo Rescue Litter, Kevlar/ | 23.0 in. 85.75in. | 45in 6.5 in. 7.50n 22.5 Ibs. 1500 Ibs.
Carbon/Ti 58.5cm. | 217.8cm | MM | 165cm. | 19°M | 1025kg | 6.7KN
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